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X-Treme Series  

    An ideal solution to dry, bake & store Moisture Sensitive Devices  

Drying & Storage of Moisture Sensitive Devices 
is getting more and more important. With  reliable 
design and leading specifications,  

User friendly Touch Screen  Control Panel 
enables easy access to all user settings and 
system information. Built -in Datalogger &  Curve 
Plotting  of Relative Humidity provides information 
of last memory records at a glance.  

 
Unique Ultra Fast Dehumidification Rate  and 

its Stylish Looking  make X-Treme Series perfect 
even for hard-to-please users. 

Competing X -Treme Series features :  

Full Redundancy  of dehumidification process. 
Double dryer units 1 ensure fail -safe and reliable 
operation. Diagnostics  simplifies any fault 
monitoring and correction.  

Patented Dryer Technology  offers Ultra Fast 
Dehumidification Rate  ~10 min 2  and 
compensates door openings. High capacity 
dehumidification but low energy consumption. 
Confident for even hardest ambient and operating 
conditions. Pleasure with Silent Operation . 

Smart microcontroller software, easy operating 

menus with 128x240 pixels  large Touch 
Screen Graphics  LCD  panel and reliable control 
with user access codes . All user settings can be 
done in seconds. Graphics Display  of Relative 
Humidity and Temperature values and Curve 
Plotting . 

1 %   Rh Internal Humidity with Ultra Fast Dehumidification Rate  
60 ÁC  Programmable Heating for Low Temperature Baking 4 

Real Time Clock  ensures correct date and time 
data for display and other records. Controlling 
and monitoring the cabinet is so simple and 
effective.  

User can monitor the Humidity and 
Temperature inside the cabinet and outdoor 
values with optional Outdoor Sensor for a 
period of time at a glance.  
 
Built - in Datalogger  History Pane  shows all 
recorded data sequentially in curve plotting.  
 
User can easily follow the history, 60 min 
standard, or much more with optional 

Datalogger Card.  

X-Treme Series  Auto Dry Cabinets are suitable 
for almost all dehumidification applications. 
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Access code  operated, 
electronic controlled and hidden 
Automatic Door Locks  8 are 
easy and practical protection 
against unauthorized door 

openings. No need to carry keys!  

Humidity Set Range 1 -  50 % Rh  3 and Temperature Set Range (Optional 
Heater)  40 ÁC 4 or 60ÁC 4 provide versatility for different applications.  
 
Accurately  calibrated Humidity and Temperature Sensor ensures 
correct measurements. 0.01 %Rh (0.1 over 10 %Rh) and 0.1ÁC display 
resolution of humidity and temperature. Optional Outdoor Sensor . 

Door Open , Humidity and  
Temperature Level Alarms  with 
programmable  parameters,   
protected by Access code , like 
offset values, alarm periods and 
time - to -alarm, are standard 

features.  Alarm History  shows 
past alarm records. Programmable 
External Alarm Outputs  enable 
user to be  aware of alarm 
conditions remotely with  Alarm 
Light Bar  5. 

Cabinet Light 6 enables easy visibility 
of the material inside even when the 
cabinet is full. Both Cabinet Lighting 
and LCD Display Backlight  are 
activated by Motion Sensor , display 

touch or door opening with user defined 
timers. Energy saving  with automated 
control!  

Thermally insulated   Double Glass  of 22 mm 
thickness and Magnetic Gaskets  offer perfect 
insulation on doors.  

High storage volume of  1250 litres 
on 0.9 m 2 small footprint.  

 
Electrostatic painted steel body .  

 
All electronics+mechanics on the top 
section and hidden air channels provide 

Unobstructive Free Space  inside the 
cabinet .  

 
Double Wall thermally insulated 

body 4 stabilizes temperature and 
guarantees energy saving .  

 
Four - Door  (Optional Two -door) 

configuration minimizes exposure to 
condition outside when any door is 
opened.  

 

Multipoint Calibration Function  on board is standard to Calibrate 
Sensors  precisely.  
 

Internal Sensor Accuracy is +/ -  0.3 %Rh.  
 
If you have a Reference Meter, you can perform your own calibration  
easily if it is necessary later on.  

Perform your own Calibration  

Automatic Fan Circulation through back air 
channels provides homogeneous and  even 
dispersal of humidity and temperature throughout 
the cabinet.  
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Access Code  protected Menus for Different User Levels.  

LCD Backlight is also controlled by Motion 
Sensor activation, display touch or door 
opening with user defined timers. Longer 
display life with automated control !  

Inter -changeable  half size  Stainless Steel  
Shelves  make it easy to place devices in 

different size and provide endurance and 
rigidity. No rust or corrosion.  

Various Dividers, SMD Reel Holders, Custom 
Design Sliding Rail Feeder Storage  
Solutions for standard  or long depth 

feeders, from different  manufacturers.  
 

Sliding Rail Feeder Storage System  

X- Large Deeper Cabinets  with 920 mm 
net depth and 1800 Liters are available.  

Robust Dehumidifier Structure, made of Stainless 
Steell allowing confidence even in the extremely 
humid areas, provides High capacity dehumidification 
but low energy consumption. Confident even in the 

hardest ambient and operating conditions.  

Dryers and all other Controls are hidden. 

Independent Back Air Channels provide free 
Air circulation. No obstruction inside, Net 
volume for storage.  


